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The documentation and design package contains a variety of files with information to enable 
replication of the NIOSH Saturn area light. Listed below are descriptions of the filename extensions. 

 

Filename 
extension Description 

35 Pro/ENGINEER Versioned File 

60 Pro/ENGINEER Versioned File 

dwg The “dwg” (drawing) file format is a proprietary format used to store two- or three- 
dimensional data with any other metadata. (Reference http://www.file- 
extensions.org/dwg-file-extension) 

fc An “fc” file extension indicates a footcandle data file created with the NIOSH PROMEAS 
software. PROMEAS formats lamp profile data and lets the user keep some simple 
records on the data collection procedure. 

ies An “ies” file extension is a special photometric data format, created as standard by 
Illumination Engineering Society of North America (IESNA). It is the de facto industry 
standard file format for electronic transfer of photometric data. (Reference 
http://www.file-extensions.org/ies-file-extension) 
 
An ies file contains the measurement of distribution of light (intensity) stored in ASCII 
format. Many 3D programs that can use the photometry data use this format. 

stp The “stp” formats are for exchanging data between CAD, Computer-aided 
manufacturing, Computer-aided engineering, Product Data Management/EDM and 
other CAx systems. (Reference http://www.file-extensions.org/stp-file-extension) 

txt The “txt” file extension is sometimes used for various plain text files in Mac and 
Windows environment, much like the more common TXT file extension  (Reference 
http://www.file-extensions.org/text-file-extension 
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