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“HE INFORMATION CONTAINED ON THIS DOCUMENT IS
PROPERTY TO LED SPECIALISTS INC. AND SHALL
NOT BE USED OR REPRODUCED WITHOUT PRIOR

WRITTEN AUTHORIZATION.

.906 DIA,

PRIMARY SIDE
SIZE QrY sy | patED [ TOL
0.014 1B | + | ves +/-0.003
0.018 45 | X | ves +/-0.003
0.025 4 | [T | ves +/-0.003
0.035 2 | O | N +/-0.003
0.037 6 | X |Yes +/-0.003
0.042 2 | M| ves +/-0.003
0.125 2 | # |ves  |+/-0.003

2.000 DIA.

NOTES:

1

MATERIAL: .062" +/- .007 THICK, GLASS EPOXY FR-4, 1 0Z. COPPER
FINISH ON LAYERS 1 AND 4, 1 OZ. COPPER CLAD ON LAYER 2 AND 3.
VENDOR IS RESPONSIBLE TO OBTAIN SPECIFIC THICKNESS BY CHOOSING
PROPER CORE MATERIAL AND B STAGE.

2. INSULATING MATERIAL: GLASS CLOTH RESIN PREIMPREGNATED TYPE.

3.

©E~N e

10.

1.

12.

13.
14,

FINISH: IMMERSION GOLD PLATING:

ALL EXPOSED CONDUCTIVE SURFACES ON LAYER 1 AND 4
GOLD PLATE 3 TO 5 MICRO-INCHES THICK OVER 100-200
MICRO-INCHES THICK ELECTROLESS NICKEL.

HOLES - COPPER PLATING ON WALL OF HOLES SHALL BE 0.001
AVERAGE MINIMUM, NO VALUE LESS THAN 0.0008.

ALL LAMINATES, RESINS, METAL, SOLDER MASKS, INKS, AND COATINGS
TO BE COMPLIANT TO EU RoHS DIRECTIVE 2002/95/EC IN ACCORDANCE
WITH IPC-4101A.

ALL LAYERS VIEWED FROM LAYER 1 AND ARE IDENTIFIED IN DETAIL A.

WARP AND TWIST NOT TO EXCEED 1x.
FRONT TO BACK REGISTRATION OF ALL LAYERS TO BE WITHIN .003.

HOLES NOT DIMENSIONALLY LOCATED SHALL BE WITHIN .003
OF THE HOLE LOCATION IN NC DRILL FILE.

THE DIAMETER DIMENSIONS OF ALL PLATED-THRU HOLES APPLY
AFTER PLATING.

BOARDS SHALL BE SOLDER MASKED ON LAYER 1 AND 4 OVER BARE
COPPER CONDUCTORS. THE SOLDER MASK SHALL BE GREEN SOLDER
RESIST LIQUID PHOTO IMAGEABLE.

SOLDER MASK SHALL BE APPLIED PRIOR TO SCREENING.
SCREEN ALL LEGENDS ON LAYER 1 WITH WHITE PERMENANT INK.

BOARD MUST BE SILKSCREEN OR ETCHED IN COPPER ON LAYER 4 WITH MANUFACTURE
NAME, INITIALS OR LOGO, UL RECOGNITION MARK AND FLAME RATING.

LAYER 1 - SILKSCREEN

/ LAYER 1 — SOLDER MASK

|

062 +/- .007

'

- LAYER 1 — SIGNAL 1 0Z. CU.

- PRE-PREG

- LAYER 2 - GROUND PLANE 1 0Z. CU.
- CORE

- LAYER 3 - POWER PLANE 1 0Z. CU.
- PRE-PREG

- LAYER 4 - SIGNAL 1 0Z. CU.

\ LAYER 4 - SOLDER MASK

DETAIL 'A’

UNLESS OTHERWISE SPECIFIED

4250 VETERNS MEMQRIAL HIGHWAY
DIMENSIONS ARE IN INCHES LED SPECIALISTS HOLBROOK, NY 11741

DRAWN: DATE:

TITLE:

FABRICATION DRAWING

S. MALVEY 08-15-12

NIOSH MINERS HAT - GEN 5 LED DRIVER

ENGINEERING:

RELEASED

08-15-12

REV.

ECOf

DESCRIPTION OF REVISIONS

DATE

DATE:
SIZE CAGE CODE | owe No.
PETER B. 0B-15-12 REV.
APPROVAL: DATE: B SWVT PCBO137-01 A
SCALE: 1:1 SHEET 1 OF 1







Accessibility Report





		Filename: 

		PCB0137-01A_FAB-01.pdf









		Report created by: 

		



		Organization: 

		







[Enter personal and organization information through the Preferences > Identity dialog.]



Summary



The checker found no problems in this document.





		Needs manual check: 2



		Passed manually: 0



		Failed manually: 0



		Skipped: 1



		Passed: 29



		Failed: 0







Detailed Report





		Document





		Rule Name		Status		Description



		Accessibility permission flag		Passed		Accessibility permission flag must be set



		Image-only PDF		Passed		Document is not image-only PDF



		Tagged PDF		Passed		Document is tagged PDF



		Logical Reading Order		Needs manual check		Document structure provides a logical reading order



		Primary language		Passed		Text language is specified



		Title		Passed		Document title is showing in title bar



		Bookmarks		Passed		Bookmarks are present in large documents



		Color contrast		Needs manual check		Document has appropriate color contrast



		Page Content





		Rule Name		Status		Description



		Tagged content		Passed		All page content is tagged



		Tagged annotations		Passed		All annotations are tagged



		Tab order		Passed		Tab order is consistent with structure order



		Character encoding		Passed		Reliable character encoding is provided



		Tagged multimedia		Passed		All multimedia objects are tagged



		Screen flicker		Passed		Page will not cause screen flicker



		Scripts		Passed		No inaccessible scripts



		Timed responses		Passed		Page does not require timed responses



		Navigation links		Passed		Navigation links are not repetitive



		Forms





		Rule Name		Status		Description



		Tagged form fields		Passed		All form fields are tagged



		Field descriptions		Passed		All form fields have description



		Alternate Text





		Rule Name		Status		Description



		Figures alternate text		Passed		Figures require alternate text



		Nested alternate text		Passed		Alternate text that will never be read



		Associated with content		Passed		Alternate text must be associated with some content



		Hides annotation		Passed		Alternate text should not hide annotation



		Other elements alternate text		Passed		Other elements that require alternate text



		Tables





		Rule Name		Status		Description



		Rows		Passed		TR must be a child of Table, THead, TBody, or TFoot



		TH and TD		Passed		TH and TD must be children of TR



		Headers		Passed		Tables should have headers



		Regularity		Passed		Tables must contain the same number of columns in each row and rows in each column



		Summary		Skipped		Tables must have a summary



		Lists





		Rule Name		Status		Description



		List items		Passed		LI must be a child of L



		Lbl and LBody		Passed		Lbl and LBody must be children of LI



		Headings





		Rule Name		Status		Description



		Appropriate nesting		Passed		Appropriate nesting










Back to Top

