Cap Lamp Attaching Clip and Charging Housing with Hardware.

Cable/Lens Locking Tab and Screw
/_(Button Head Screw M3-0.5 x 12mm)

Metal Headpiece Shell

Circuit Board Standoffs
(2 - M3-0.5 x 10mm)

Circuit Board Attaching Screws and Lockwasher
(M3-0.5 x 6mm)

NIOSH LED Driver Board Switch
Locking Nut and Washer

NIOSH GEN4E LED/Lens Mounting Plate
(NIOSH Dwg. NCL4E-A-002 Rev.0)

NIOSH LED/Lens Mounting Plate Attaching Screw
(6-32 x 0.375" Flat Head)

NIOSH LED Driver Circuit Board with Switch
(Dwg. PCB0137-01 Rev. A)

NIOSH GEN4 LED/Lens Mounting Plate Spacer
(NIOSH Dwg. NCL-P-004 Rev.0)

NIOSH GEN4 & GEN4E Lens Spacer
(NIOSH Dwg. NCL-P-003 Rev.1)

NIOSH O-Ring Seal

AS568A-227 O-Ring Size, 1/8" width, Material: Ethylene Proplen
EP-70, Actual Size 2.387"-OD 2.109"-ID

Lens

NIOSH GEN4 & GEN4E Bezel
(NIOSH Dwg. NCL-P-002 Rev.1)

Bill of Material: NCL4E-BOM-001 Rev.0
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